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Reduce your electricity bills.
Help conserve energy.
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ENERGY
ENGINEERING
Evita has grown to be one of the most trusted water heater brands with an
extensive portfolio of premium quality geysers that encompasses the
entire spectrum water heating solutions. We have been able to achieve
such an expansive range by understanding the changing needs of
our consumer. Evita is a brand synonymous with breakthrough
innovation, and redeﬁning the category.
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SPECIFICATIONS
Non-pressurized solar water heater relies on the natural circulation of water between solar
collectors and water tank. As water in the vaccum tubes is heated. It rises naturally into the tank,
while cold water in tank ﬂow down to the vaccum tubes, causing circulation throughout
the thermosyphon system.

Type of collector

ETC

Speciﬁcations

58-1800 mm or 58-2100 mm

Frame Angle

27o

Inner Tank Materials

High Grade Materials SS/GI

Inner Tank

Fully coated with NOVALOC Coating

Insulation

High quality PUF materials

Tank Volume

100 Ltr - 500 Ltr

Outer Tank

Powder coated / Stainless Steel

Number of Persons to use

3-18 Persons

Beneﬁts of Evita Solar Heater
Better perfomance in winter and cloudy days
No scale formation, No pipe blockage will occur, using salt & hard water.
High density compressed PUF insulated storage tank to retain
the hot water upto 48 hrs.
Inner tank made of high grade materials used in marine applications.
Extra auxiliary tank is ﬁtted instead of airvent, withstands high
pressure of cold water also minimize mixing of Hot & Cold water.
2KW/3KW back-up heater with thermostat(Optimal)
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EVACUATED TUBE COLLECTOR
Tube Size and Length

58 mm outer dia + 0.5 mm - 0.0 mm and 1800/2100 mm length

Absorber area of the collector

Area covered by the collector: >=1.5 m2/100 LPD

Stagnation Temperature

180oC Maximum

Material of Construction(Absorber)

Tube made of Borosilicate Glass

Coating

Graded AI-N/AI Outer Surface of the inner tube Selective Black Chrome

MATERIAL

Inner Tank Stainless Steel 304/316 Grade

Linear and collar welding

Uniform Machine TIG/SIM Welding

Circumferential Welding

Uniform Machine Resistance Welding

Thermal Insulating Welding

Puﬀ

Thickness of Insulation

50 mm

Heat Loss

Overnight temparature loss 4oC - 6oC

Tank Cladding

Pre Coated RAL 9002 Oﬀ-White/Stainless Steel 430 grade mirror ﬁnishing

No. of Tubes for (58/1800 mm)

10 for 100LPD, 15 for 150LPD, 20 for 200LPD, 25 for 250LPD & 30 for 300LPD

Electrical Heater

OPTIONAL (2 KW immersion type heater)

MISCELLANEOUS
Fasteners

All fasteners used are GI/Stainless Steel (Nut & Bolt)

Interface between dissimilar materials

Special Silicon Rubber - Dai 58

Structure

GI - 1.2 mm thickness with Powder Coating

Available Colours

Black, Blue and Red (Only for Dishes)
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Guidelines:
> Minimum height of cold water tank should be 6 ft
> Hot water pipeline should be 3/4” diameter which should be CPVC Material.
> Assistant Tank has to be installed compulsary to the main solar tank.
> Solar water heater is storage water heater, Hot water usage at once only.
> Assistant tank/ Gravity feeding tank is compulsary to be ﬁtted to main tank.
> WARRANTY is VOID if assistant tank is not ﬁtted to main tank.
> Never close the overﬂow pipe / Air vent pipe of the assistant tank.
> WARRANTY VOID if overﬂow pipe/Air vent pipe of assistant tank is closed.
> WARRANTY VOID if plumbing is not done as per the diagram given in the WARRANTY Card

Installation Instruction for Hot Water Piping
> Do not connect any other equipment to the same cold water inlet line of the solar water heater.
> To check system close all the valves in cold water line-water should come only through hot water taps.
> Do not connect a hot water line and cold water line without air vent.

ASSISTANT TANK SYSTEM INSTALLATION DIAGRAM
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Safety Precautions
1. Give proper earthing and install earth leakage detectors for electrical backup.
2. Avoid connecting solar hot water line through any other geysers or boilers.
3. Do not keep electrical backup ON unnecessarily switch it OFF after use.
4. Do not through stones or hit the glass, it will break.
5. Do not allow leakages to persist in water lines.

Maintenance
The system does not need any maintenance other than wiping out the dust particles settled on the
glass, once in a week

Beware of Duplicate Systems
> We sell our products only through authorised Dealers / Distributors.
> Authorised persons will be having a copy of our authorised letter / Company ID Card.
> Our products are not available to purchase from online portal of website.
> Incare of our products purchased through unauthorized persons or online website the
warranty/guarantee aftersales service will not be provided from the company.
> Company is not responsible for any cash paid to our dealers.

Troubleshooting
TROUBLE

REASON

SOLUTIONS

No water from outlet

1. No cold water in storage tank bottom
water piping blocked of frozen
2. Valve at the outlet of system closed

Supply water repair or replace the piping
provide piping with heat insulating
material

Sunny day no hot water available

1. The solar water heater has some cover
or dirt or dust formation in the cold
water inlet of the assistant tank.

1.Remove inlet connection of assistant
tank, after cleaning and ﬁx it properly

Water tank leakage

1. Silicon (Washer) rings break or installed
incorrectly.
2. Water inner tank nipple crack.

1. Change the silicon ring or install it again
l the tank and solar tube work properly.
2. Change the damage nipple.

Water temparature Not Hot or sufﬁcient
quantity of hot water is not available

Cloud or insufﬁcient sun light, cold water
1. Change the silicon ring or install it again
supply valve leakage/not fully closed, More
l the tank and solar tube work properly.
dust on glass, Mixing valve is half open
2. Change the damage nipple.

Overﬂow problem in assistant tank

1. Mixer tap problem in the bathroom
2. Float ball proper locking not done.

The mixer tap lever should not be kept in
the center position, because it will create
the reverse ﬂow of cold water into the hot
water pipe line which will after overﬂow of
the water from the air vent pipe.

SOLAR
WATER
HEATER
Solar water heaters are most commonly used as energy-saving
devices to preheat water before entering a conventional
water heater in the home.

Impress Yourself
With a Hot Shower

EXPERIENCE ENERGY ENGINEERING
Evita solar water heaters is likely lower your water heating bills. Used in tandem with other renewable energies,
a solar water heater is a great choice for nearly any application.

PLENTY OF HOT WATER,
WITH COOL SAVING!

HOT WATER
24x7

GO
GREEN

REDUCED
ELECTRICITY

SAVE
MONEY
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Features
Anodized Aluminium Stand
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Specially designed anodized aluminium alloy stand is weather-proof
and prevents corroding unlike MS/Steel stands. The aesthetics are
designed to enhance the look of your terrace.

Evacuated Tube Collector
Evacuated glass tubes ensures water to stay warm for long time duration
as it has 2 concentric glass tubes which prevent heat loss.

Rust Resistant
Rust-resistant outer body which helps in better durability of the
water heater. Its powder-coated outer body resist corrosion.

Stainless Steel Inner Tank
High-quality extra thick stainless steel inner
tank ensures high resistance to
corrosion, and it is a food
grade material.

Heavy Duty Protective Magnesium Anode
The tank has an anode rod with a stainless steel core that is designed to protect the tank from corrosive elements which might lead to breakage of
inner tank. The system prevents corrosive elements which in turn prolongs the life of the water heater.

Warranty Terms
Warranty range of solar water heating system to be free from defects in workmanship and materials
under normal application, use, and installation, and service conditions for 5 years from the date of supply
to the original purchaser. If the system malfunctions or become inoperable due to defects in workmanship or material during the 5 years of this warranty, the company will as at its option, either repair or
replace the system or the aﬀected part thereof. This warranty transfers from the original purchase to
subsequent user/purchaser, but is void if the system is moved from its originally installed location.

Warranty Does Not Include
If in company sole judgment, the system has been subject to misuse, neglect, or accident or has been
damaged through abuse, alteration, improper installation or application, or negligence, in use transportation, handling or storage, or repaired by anyone other than company’s authorized representative. The
warranty will also be considered void if the water is heated in the system is found to be hardness more
than 300PPM (TDS) and if the chlorine content in the water is found to be more than 60 PPM. The warranty
does not include any transportation cost associated with removal, installation, or reinstallation of the
system electrical heaters, all rubber items, and bolts and nuts are also not included in the warranty. The
insulated storage tank is excluded from the extended-term warranty but included in the limited warranty.
The warranty period for parts replaced or repaired shall not go beyond the period for which the equipment was originally warranted.
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